Why LOADMAC?

The UK’s best truck mounted forklift support team:

Expert advice on matching the right machine to
your vehicles, products, and delivery terrain. 1N
HGV ballast calculations done here in the UK. o EAE = ...
Without obligation advice on installation and ; : :
optimum HGV chassis configurations.

Made for the UK & Ireland.

All machines Shot Blasted and Zinc Phosphate
undercoat chassis, mast and cab frame. Powder
coated panels.

Past and future proofed. In most cases, LOADMAC
Truck Mounted Forklifts are interchangeable with existing
mounting kits, regardless of your current make of Truck
Mounted Forklift! Inspirational!!

One mounting kit fits all'! An industry revelation and an
inspiration! All LOADMAC Truck Mounted Forklifts from
the 1500kg C Series to the 3000kg R Series will travel
on our “ONE INSTALLATION FOR ALL MODELS”
mounting Kkit.
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You told us to forget the gimmicks and concentrate on good basic engineering - that’s what Loadmac has
done. From space frame constructed chassis to mari ne spec wiring and no linkage on the rear steering.
“No fancy dash boards and complex steering linkage on a Loadmac please” - Understood and
implemented!

2000kgs @ 600mm lift capacity, without stabilizers - quicker 1 9~
offload, nothing to wear out or to go wrong. ¥ | —

Up to 3600mm lift height with powerful low maintenance side T
shift.

Pantograph reach with standard forks or reach with
telescopic forks.
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26hp Kubota Diesel Engine and Poclain wheel motors — ,
proven driveline. I d
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Direct coupled hydrostatic pump no loss of power, no shafts L]

or belts to fail.
Unladen weight 1630kgs to 1950kgs, depending on mast and reach specification.

All wheel drive with diff lock as standard. 18” front & 23" rear wheels and tyres:
traction and stability when climbing kerbs.
front wheels go under 550mm side under run protection — reach without damage.
best possible second hand value.



